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Fomrez UL-22 catalyst (dimethyltin mercaptide) is a more active analog of Fomrez UL-1 catalyst for 
urethane systems. 
 
 
 
Typical Properties of Fomrez UL-22 
 

Appearance Pale yellow liquid 
Wt. % Tin 19.7 % 
Freezing Point, °C (°F) -10  (14) 
Flash Point, °C  (°F) >185 (365) 
Specific Gravity@ 25°C (77°F) 1.03 

 
These values are typical only and do not constitute a product specification 

 
 
 
Features 
Fomrez UL-22 provides urethane manufacturers and systems suppliers with important advantages over dibutyltin 
dilaurate (DBTDL) for preparation of one-shot or prepolymer-type polyether-based urethane applications.  Fomrez UL-22 
is also an excellent catalyst for urethane coatings. 
 
 
 
Recommendations 
Fomrez UL-22 catalyst can be used at approximately one-half (1/2) the level of Fomrez UL-1 catalyst and offers 
considerable cost/performance advantages over dibutyltin dilaurate. 
 
“B”” components of certain urethane foam systems that have been formulated with Fomrez UL-22 catalyst and that 
contain up to 0.5% water have retained activity and compatibility for periods of up to six months.  This extended shelf life 
is important, since it enables preparation of larger batches for use over longer periods of time. 
 
 
 
Storage and Handling 
 

Please refer to the Material Safety Data Sheet for additional information on handling and storage 


